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Pulse Isolator Technical Specifications
The Pulse Isolator is used to extract pulse signals from an existing or new speed probe and provide an 

isolated output feed to electronic devices such as Tracklink III Readers, ASDO/CSDE Controllers, OTMR, 

indicators and other electronic devices.

Part Numbers: HSD2320 or HSD2321

Power supply: 110 V DC or 24 V DC

Power Consumption: Maximum 8 Watts at 110 V DC

Input : 1 off pulse signal with frequency range of 0 – 2500 Hz, 0 – 15V DC

Input Impedance: > 500KOhms

Output: 1 off pulse output up to 2500 Hz at 0-15V DC – low/high

Output Impedance: 50 Ohms

Signal Input/Output Isolation: 5kV RMS

Operating temperature: -25°C to 55°C

Dimensions: DIN Rail mounted module  113mm x 82mm x 55mm

Weight: 140g

Safety: Safety Integrity Level 2 (SIL-2) as per EN50129

Type Test Certifications: BS EN 50155 - Supply variations and interruptions

BS EN 50121-3-2 - Supply related surges

BS EN 50121-3-2 - Fast Transient Burst Susceptibility

BS EN 50121-3-2 - Conducted Emissions

BS EN 50121-3-2 - Radiated Electrical Field Emissions

BS EN 50121-3-2 - Radiated Immunity

BS EN 50121-3-2 - Conducted Immunity

BS EN 50121-3-2 - Electrostatic Discharge

BS EN 60068-2-1 - Cold test & Low temp

BS EN 60068-2-2 - Dry heat test

BS EN 61373, Category 1 Class B - random vibration, shock and

simulated long life testing

SAFE AND SECURE

PULSE ISOLATOR

This data sheet is provided for general information only.


